
FINISHES

RUCKDOORS.COM

HARVEST OAK

VENETIAN OAK

CHERRY*

OCTOBER OAK

TRADITIONAL 
CHERRY*

RICH CHERRY*

TRADITIONAL 
MAHOGANY*

ESPRESSOCOFFEE BEAN*

CHESTNUTBRAZILIAN BEANAMERICAN 
WALNUT*

TOFFEE

CHARCOAL

TOBACCO

WHITE*

GOLDEN OAK*COUNTRY PINE*CINNAMON*

ORANGE 
WALNUT

SAILOR SUIT

FOGGY OAK

LEAFY  BOWER

EUCALYPTUS 
LEAF

DELFT BLUE

HERBAL FRESH

RED RHYTHM

CHALK GRAYBLACK

DRIFTED ASH

CAPTIVATING

WORN MAPLESOFT CHARCOAL

CLASSIC GREY

EVER CLASSIC

NATURAL 209 PURITAN PINE 
218

CHERRY 235 EARLY 
AMERICAN 230

ENGLISH 
CHESTNUT 233

RED MAHOGANY 
225

SEDONA RED 
222

JACOBEAN 2750

SATIN WHITEPRO WHITE

DESIGNER WHITE GIGGS GREYDOVER WHITE MOTH GREYANTHRACITE FEATHERDOWNDOVE GREY TIMELESS GREY

WOODSONG II: 
SPRAY & WIPE STAINS

WOODSONG II: 
TREND COLORS

WOODSONG II: 
TINTED TO MINWAX COLORS

WOODSONG II: 
PAINT COLORS

RUCK CABINET DOORS: 
PAINT COLORS

*Indicates M.L. Campbell Ready Made Packaged Color
Note: The printed color stains are shown as they would appear on 
simulated red oak. However, as wood is a natural material, slight 
variations occur in texture, color grain configuration, and stain 
acceptance. Because of this we are unable to guarantee stains and 
paint colors will be an exact match to the colors in this brochure and 
suggest colors are tested on the wood they are applied on before 
making a final color selection. 

RCD partners with M.L. CAMPBELL® 
Showcasing the Woodsong II® stain collection, 
Krystal® conversion varnish,and Turino® 
pigmented conversion varnish. The Woodsong 
II® collection are fast drying alkyd resin based 
stains that are GREENGAURD certified. The 
Kristal® conversion varnish is high solids, low 
VOC emissions product with a uniquely strong 
level of durability designed to provide years of 
service under normal conditions. The Turino® 
pigmented conversion varnish is a high solids, 
HAPS compliant paint that represents the 
latest in durable, long lasting wood finishing 
technology.

STAINS
The majority of our stains are sprayed, then hand 
wiped to achieve maximum grain clarity. All products 
are then sealed to protect the stain and the product 
itself before they are prepared for a final top coat. 
The final top coat is specifically designed for 
interior wood surfaces that are exposed to extreme 
moisture, heat or household chemicals.

PAINT
All painted products are primed prior to painting to 
ensure maximum protection against moisture and 
temperature. The primed surfaces are inspected, 
sanded and prepared for painting. Our pigmented 
conversion varnish then provides an excellent, soft-
feel coating to the prepared products guaranteeing 
a durable, long lasting finish. 


